
 
 

 
PRODUCT CODE: TECHHDX 
 
Product Description 
 
Remedial Floor Cleaner is a heavy duty low volatility, emulsifiable, semi-quick solvent degreasant / cleaner 
designed to remove difficult oils, grease, tar, bitumen and tyre marks in floor cleaning operations.  It is designed for 
use as a pre-cleaner to deep clean ingrained deposits prior to using HD Powerscrub. 
  
Special Features 
 

 Heavy duty information – performs in very heavy soiling conditions 

 Very low aromatic – safer and more pleasant to use 

 Unique - no comparative product on the market 
 
Directions 
USAGE DESCRIPTION 
Rozone Remedial Floor Cleaner should be applied neat to areas of high soiling and marking and left to act for a few 
minutes before cleaning the whole floor area using conventional water based detergents. 
 
1. Apply neat product to areas of high soiling and work in with a stiff brush. 
2. Allow product to dwell and agitate periodically to help break up the soiling. 
3. Loosened soiling can be flushed away or collected with a wet-dry vac. or scrubber-drier. 
 
Dilution: 
This product is designed to be used neat. Do not dilute 
 
Health and Safety 
Appearance:   Liquid 
Colour:   Colourless 
Odour:    Solvent 
Relative density: 0.82 
Solubility:   Forms an emulsion in water   
 

  



 
 

 
IDENTIFICATION 
Product Name: Remedial Floor Cleaner 
Product Code: Clearway HDX 
Supplier: Clemas & Company Limited 
          Unit 5 Ashchurch Business Centre 
          Tewkesbury, Gloucestershire GL20 8NB 

Tel:    01684 850777 
Fax:   01684 850707 

COMPOSITION/INFORMATION INGREDIENTS 
Name  EC No   CAS-No Content  
DISTILLATES (PETROLEUM, HYDROTREATED 
LIGHT; KEROSINE-UNSPECIFIED (Xn; R65) 
  265-149-8 64742-47-8 60-100%  
1-METHOXY-2-PROPANOL (R10 R67) 
  203-539-1 107-98-2 1-5%  

ISOTRIDECANOL ETHOXYLATE (EO 3-5) (Xi; R41) 
    24938-91-8 1-5%   
DIPROPYLENE GLYCOL MONO METHYL ETHER 
  252-104-2 34590-94-8 1-5%   
        
HAZARDS IDENTIFICATION 
Harmful: may cause lung damage if swallowed. 
Classification (1999 /45) Xn; R65 
 
FIRST AID MEASURES 
INHALATION 
Move person into fresh air at once. Provide rest, warmth and 
fresh air. Get medical attention if any discomfort continues. 
INGESTION 
Rinse mouth thoroughly. Get medical attention if any discomfort 
continues. NEVER MAKE AN UNCONSCIOUS PERSON VOMIT 
OR DRINK FLUIDS. 
SKIN CONTACT 
Remove contaminated clothing. Wash the skin immediately with 
soap and water; get medical attention if any discomfort 
continues. 
EYE CONTACT 
Remove affected person from source of contamination. 
Immediately flush with plenty of water for up to 15 minutes. 
Remove any contact lenses and open eyelids widely. If irritation 
persists: seek medical attention and bring along these 
instructions. 
 
FIRE FIGHTING MEASURES: 
EXTINGUISHING MEDIA 
This product is not flammable. Use fire extinguishing media 
appropriate for surrounding materials. 
SPECIAL FIRE FIGHTING PROCEDURES 
No specific firefighting procedure given. 
UNUSUAL FIRE & EXPOLSION HAZARDS 
N/A 
SPECIFIC HAZARDS 
Not known. 

ACCIDENTAL RELEASE MEASURES: 
PERSONAL PRECAUTIONS 
Wear protective clothing as described in the data sheet. 
ENVIRONMENTAL PRECAUTIONS  
Do not discharge into water courses or onto the ground. 
SPILL CLEAN UP METHODS 
Stop leak if possible without risk. Absorb in vermiculite,  
dry sand or earth and place in containers. Flush with plenty of  
water to clean spillage area. Do not contaminate water sources  
or sewers. 
 
HANDLING AND STORAGE 
Avoid spilling, skin and eye contact. Do not handle broken 
packages without protective equipment. 
 
STORAGE PRECAUTIONS 
Store in tightly closed original container in a dry, cool and  
well-ventilated place. Keep in original container.  
 
STORAGE CLASS 
Chemical Storage 
 
EXPOSURE CONTROLS/PERSONAL PROTECTION 
Name  STD  TWA - 8 Hrs   sTEL - 15 Min   
1-METHOXY-2-PROPANOL 
 Wel 100ppm (SK)   150ppm (SK) 
  375mg/m3(sk)    560mg/m3(sk 
DIPROPYLENE GLYCOL MONO METHYL ETHER 
 Wel 50ppm  
DISTILLATES (PETROLEUM, HYDROTREATED 
LIGHT; KEROSINE-UNSPECIFIED 
 Wel 340ppm (SK)         
Wel = Workplace Exposure Limit. 
 
PROTECTIVE EQUIPMENT 
Wear rubber gloves, eye protection. 
ENGINEERING MEASURES 
Provide adequate ventilation. Observe occupational Exposure 
Limits and minimize the risk of inhalation of vapors. 
RESPIRATORY EQUIPMENT 
No specific recommendations made but respiratory protection 
may still be required under the exceptional circumstances 
when excessive air contamination exists.  
HAND PROTECTION 
Use suitable protective gloves. 
EYE PROTECTION 
Wear approved safety goggles. 
OTHER PROTECTION 
Wear appropriate clothing to prevent any possibility of skin  
contact. 
 

 

PRODUCT SAFETY DATA SHEET 



 
 
 

 

HYGIENE MEASURES 
DO NOT SMOKE, EAT OR DRINK IN WORK AREA. Wash 
hands 
at the end of each work shift and before eating, smoking and 
using the toilet. Wash promptly if skin becomes wet or 
contaminated. Use appropriate skin cream to prevent drying 
of skin. 
Remove any clothing that becomes contaminated. 
 
STABILITY & REACTIVITY 
STABILITY 
Stable under normal temperature conditions. 
CONDITIONS TO AVOID 
Avoid excessive heat for prolonged periods of time. 
HAZARDOUS POLYMERISATION 
Not relevant 
HAZARDOUS DECOMPOSITION PRODUCTS 
Fire creates: Carbon monoxide (CO) Carbon dioxide (CO2) 
 
TOXICOLOGICAL INFORMATION 
EYE CONTACT:   
Irritating to eyes. 
 
ECOLOGICAL INFORMATION 
ECOTOXICITY: 
Not regarded as dangerous for the environment. 
 
DISPOSAL CONSIDERATIONS 
DISPOSAL METHODS: 
Dispose of waste and residues in accordance with local 
authority requirements. 
 
TRANSPORT INFORMATION 
ENVIRONMENTALLY HAZARDOUS 
SUBSTANCE/MARINE POLLUTANT NO  
 
REGULATORY INFORMATION  

 
  
RISK PHRASES 
R65 Harmful: may cause lung damage 
 If swallowed. 
SAFETY PHASES 
S60 This material and its container must be disposed 
  of as hazardous waste.     
S62 In case of contact with eyes, rinse   
 immediately with plenty of water and seek medical 
 advice. 
    
Detergent Labelling >=30% Aliphatic hydrocarbons 
   <5% Non-ionic surfactants 

     

EU DIRECTIVES 
Regulation (EC) No 1272/2008 of the European Parliament 
and of the Council of 16 December 2008 on classification, 
labelling and packaging of substances and mixtures, 
amending and repealing Directives 67/548/EEC and 
1999/45/EC, and amending Regulation (EC) 
No 1907/2006 with amendments. 
 

STATUTORY INSTRUMENTS 
The Chemicals (Hazard Information and Packaging for 
Supply) Regulations 2009 (S.I 2009 No. 716). 
APPROVED CODE OF PRACTICE 
Safety data sheets for substances and Preparations. 
Classification and Labelling of Substances and Preparations 
Dangerous for Supply.  
 
GUIDANCE NOTES 
Workplace Exposure Limits EH40. CHIP for everyone HSG 
(108). 
NATIONAL REGULATIONS 
Regulation (EC) No 1907/2006 of the European Parliament 
and of the Council of 18 December 2006 concerning the 
Registration, 
Evaluation, Authorisation and Restriction of Chemicals 
(REACH), establishing a European Chemicals Agency, 
amending Directive 
1999/45/EC and repealing Council Regulation (EEC) No 
793/93 and Commission Regulation (EC) No 1488/94 as well 
as Council Directive 
76/769/EEC and Commission Directives 91/155/EEC, 
93/67/EEC, 93/105/EC and 2000/21/EC, including 
amendments. 
 

OTHER INFORMATION 
REVISION DATE 09/08/2012 
REV. NO. /REPL. SDS GENERATED 4  
RISK PHRASES IN FULL 
R10 Flammable 
R Harmful: may cause lung damage if swallowed. 
R40 Limited evidence of carcinogenic effect 
NC Not classified 
R41 Risk of serious damage to eyes 
R67 Vapours may cause drowsiness and dizziness. 
 


